
CPT rams can be mounted on jack-up platforms, 
crawlers and subsea rovers, to name a few. As well 
as performing CPTs, all our rigs can install geotech-
nical instrumentation and take high quality samples.  
 
 

Å  Track trucks  
The tracks are lowered by hydraulic jacks at each 
corner of the truck, enabling  in-situ soil testing on 
muddy, uneven sites. In truck mode, mobilisation 
from site to site is fast, with no need for low loaders. 

 
 

Å  Crawlers  
We have crawlers ranging from an 8.5 tonne 
óbogskipperô, designed for use in peat bogs, to a 
20.5 tonne crawler. A large footprint and large 
ground clearance make Lankelmaôs most recent 
crawler suitable for use in extremely soft terrains. 
 
 

Å  Excavator mounted CPT rig  
Designed for locations with restricted access. This 
system (top image) attaches to any ñMiller Quick 
Hitchò compatible mechanical excavator that can lift 
the 2.2 tonne weight of the rig to the desired height 
of the embankment, or test location.  
 
 

Å  Standard trucks  

We have a number of 6 x 6 trucks suited to medium 
to hard terrains.   
 

 

Å  Cantilever frame  
Allows CPT to be performed close to quay walls. It 
has been used to perform wing cone tests to proof 
lime cement columns, with the frame and CPT rams  
craned into the pit. 
 
 

Å  Mobile/basement rams  
A hand portable system with an operational height 
of 1.75m. 
 
 

Å  Rail specific rigs  
Lankelma has developed rigs to work within the re-
strictions of the rail environment  (see separate óRail 
Rigô sheet). 
 
 
For further information: 
T: +44 (0) 1797 280050 
E: info@lankelma.com 
Cold Harbour Barn, Cold Harbour Lane, 
Iden, East Sussex, TN31 7UT, U.K. 
 

CPT Rigs  

www.lankelma.com  


