
 
Lankelma provides Cone Penetration Testing 
(CPT) and Insitu testing for geotechnical site 
invest igat ions and Expedited Site 
Characterization (ESC) Services for 
environmental site investigations. 
   

CPT and Insitu Testing 
CPT consists of hydraulically pushing an 
instrumented cone that measures tip and 
sleeve resistance of the cone. The measured 
resistance is used to estimate soil behavior, 
type and soil properties. Various instrumented 
modules are added to the cone penetrometer 
to accomplish unique geotechnical and 
environmental investigations.  

 Piezocone penetration test (CPTU) 

 Seismic CPTU 

 Monitoring well installation 

 Soil Moisture Resistivity with CPTU 

 Pore pressure  Dissipation Testing 

 Vane Shear Testing 

 Seismic Dilatometer Testing 

 

ESC Services 
Lankelma provides high resolution, real-time 
measurement technologies that make Dynamic 
Work Strategies possible for effective 
implementation of the Triad approach.   Our 
services include but not limited to the following: 

 Membrane Interface Probe (MIP) 

 Heated Transfer MIP 

 Ultra Violet Optical Screening (UVOST) 

 Fuel Fluorescence Detector (FFD) 

 Video cone logging 

 Soil Moisture Resistivity with CPTU 

 Soil, Vapor, and groundwater sampling 

 Hybrid Configurations with CPTU 
 

Other Services 
Complementary Services with Teaming 
Partners 
 Mobile Labs  

 DSITMS  

 3-D Modeling 

 Conventional Sampling 

 
Lankelma, Inc. 
Lankelma, Inc. is part of the Gardline Group 
that was established in 1969. Gardline Group 
employs more than 1,000 personnel worldwide. 

 Lankelma Advantages 
 Comprehensive Services with one-point contact 
 Real time high resolution stratigraphy and contaminant profiles 
 Minimally invasive and waste is virtually eliminated, resulting  
     in significant hazardous waste disposal cost savings 
 Fast and cost effective 
 Nationwide service from offices in California, Texas, and  
    South Carolina 

 Rigs & Features 
 Track, truck and ‘ramset’ style, indoor low-overhead platforms 
 Fully integrated decontamination system on truck rigs 
Grout-through cone to reduce the risk of cross-contamination 

 Patented EAPS system to drill through intermittent refusal layers 

video cone  images CPT plots 

Contact us:  T: (832) 364-1025         M: (832) 364-1025 
                     F: (713) 758-0135          e-mail: umeshbachu@lankelma.com www.lankelmainc.com 
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